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been closed except for cutting off one or
more cars from the rear end of train or
electro-pneumatic brake circuit cables be-
tween power units and/or cars have been dis-
connected, running test of train air brakes
on passenger train must be made, as soon as
speed of train permits, by use of automatic
brake if operating in automatic brake oper-
ation or by use of electro-pneumatic brake if
operating in electro-pneumatic brake oper-
ation. Steam or power must not be shut off
unless required and running test must be
made by applying train air brakes with suffi-
cient force to ascertain whether or not
brakes are operating properly. If air brakes
do not properly operate, train must be
stopped, cause of failure ascertained and cor-
rected and running test repeated.

§ 232.17 Freight and passenger train car brakes

(a) Testing and repairing brakes on cars while
on shop or repair tracks. (1) When a freight car
having brake equipment due for periodic at-
tention is on shop or repair tracks where fa-
cilities are available for making air brake
repairs, brake equipment must be given at-
tention in accordance with the requirements
of the currently effective AAR Code of Rules
for cars in interchange. Brake equipment
shall then be tested by use of a single car
testing device as prescribed by the currently
effective AAR Code of Tests.

(2)(i) When a freight car having an air
brake defect is on a shop or repair track,
brake equipment must be tested by use of a
single car testing device as prescribed by
currently effective AAR Code of Tests.

(ii) All freight cars on shop or repair
tracks shall be tested to determine that the
air brakes apply and release. Piston travel
on a standard body mounted brake cylinder
which is less than 7 inches or more than 9
inches must be adjusted to nominally 7
inches. Piston travel of brake cylinders on
all freight cars equipped with other than
standard single capacity brake, must be ad-
justed as indicated on badge plate or sten-
ciling on car located in a conspicuous place
near brake cylinder. After piston travel has
been adjusted and with brakes released, suf-
ficient brake shoe clearance must be pro-
vided.

(iii) When a car is equipped for use in pas-
senger train service not due for periodical air
brake repairs, as indicated by stenciled or re-
corded cleaning dates, is on shop or repair
tracks, brake equipment must be tested by
use of single car testing device as prescribed
by currently effective AAR Code of Tests.
Piston travel of brake cylinders must be ad-
justed if required, to the standard travel for
that type of brake cylinder. After piston
travel has been adjusted and with brakes re-
leased, sufficient brake shoe clearance must
be provided.

(iv) Before a car is released from a shop or
repair track, it must be known that brake

pipe is securely clamped, angle cocks in
proper position with suitable clearance,
valves, reservoirs and cylinders tight on sup-
ports and supports securely attached to car.

(b)(1) Brake equipment on cars other than
passenger cars must be cleaned, repaired, lu-
bricated and tested as often as required to
maintain it in a safe and suitable condition
for service but not less frequently than as re-
quired by currently effective AAR Code of
Rules for cars in interchange.

(2) Brake equipment on passenger cars
must be clean, repaired, lubricated and test-
ed as often as necessary to maintain it in a
safe and suitable condition for service but
not less frequently than as required in
Standard S–045 in the Manual of Standards
and Recommended Practices of the AAR.

(3) Copies of the materials referred to in
this section can be obtained from the Asso-
ciation of American Railroads, 1920 L Street,
NW., Washington, DC 20036.

§ 232.19 through § 232.25 Provisions related to
end-of-train devices.

Not included in this Appendix as they are
contained in Subpart E of this rule.
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§ 233.1 Scope.
This part prescribed reporting re-

quirements with respect to methods of
train operation, block signal systems,
interlockings, traffic control systems,
automatic train stop, train control,
and cab signal systems, or other simi-
lar appliances, methods, and systems.

§ 233.3 Application.
(a) Except as provided in paragraph

(b) of this section, this part applies to
railroads that operate on standard gage
track which is part of the general rail-
road system of transportation.
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